
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-710-1 CODE: (SP) 
 
DATE: 06/24/10 
 
SUBJECT: Fast Dry Solvent Traffic Paint 
 
Section 710, Paint, of the 2004 Edition of the Mississippi Standard Specifications for Road and 
Bridge Construction is amended as follows: 
 
After Subsection 710.05 on Page 661, add the following: 
 
907-710.06--Fast Dry Solvent Traffic Paint.  Fast dry solvent traffic paints intended for use 
under this specification shall include products that are single packaged and ready mixed.  Upon 
curing, these materials shall produce an adherent, reflective pavement marking capable of 
resisting deformation by traffic.  The manufacturer shall have the option of formulating the 
material according to their own specifications.  However, the requirements delineated in this 
specification, Section 619 and Section 710 shall apply regardless of the formulation used.  The 
material shall be free from all skins, dirt and foreign objects. 
 
907-710.06.1--Composition. 
 
907-710.06.1.1--Percent Pigment.  The percent pigment by weight shall be not less than 51% 
nor more than 58% when tested in accordance with ASTM D 3723. 
 
907-710.06.1.2--Viscosity.  The consistency of the paint shall be not less than 75 nor more than 
95 Krebs Units (KU) when tested in accordance with ASTM D 562. 
 
907-710.06.1.3--Weight per Gallon.  The paint shall weigh a minimum 11.8 pounds per gallon 
and the weight of the production batches shall not vary more than +/- 0.5 pounds per gallon from 
the weight of the qualification samples when tested in accordance with ASTM D 1475. 
 
907-710.06.1.4--Total Solids.  The percent of total solids shall not be less than 70% by weight 
when tested in accordance with ASTM D 2369. 
 
907-710.06.1.5--Dry Time (No pick-up).  The paint shall dry to a no tracking condition in a 
maximum of 10 minutes. 
 
907-710.06.1.6--Volatile Organic Content.   The volatile organic content (VOC) shall contain a 
maximum of 1.25 pounds of volatile organic matter per gallon of total non-volatile paint material 
when tested in accordance with ASTM D 3960. 
 
907-710.06.1.7--Bleeding.  The paint shall have a minimum bleeding ratio of 0.95 when tested 
in accordance with Federal Specification TT-P-115D. 
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907-710.06.1.8--Color.   The initial daytime chromaticity for yellow materials shall fall within 
the box created by the following coordinates: 
 

Initial Daytime Chromaticity Coordinates (Corner Points) 
1 2 3 4 

x 0.53 0.51 0.455 0.472 
y 0.456 0.485 0.444 0.4 

 
 
The initial daytime chromaticity of white materials shall fall within the box created by the 
following coordinates: 
 

Initial Daytime Chromaticity Coordinates (Corner Points) 
1 2 3 4 

x 0.355 0.305 0.285 0.355 
y 0.355 0.305 0.325 0.375 

 
907-710.06.2--Environmental Requirements.  All yellow materials using lead chromate 
pigments shall meet the criteria of non-hazardous waste as defined by 40 CFR 261.24 when 
tested in accordance with EPA Test Method 1311, Toxicity Characteristics Leaching Procedures 
(TCLP).  The striping and marking material , upon preparation and installation, shall not exude 
fumes which are toxic, or detrimental to persons or property.  All material using lead free 
pigments shall NOT contain either lead or other Resource Conservation and Recovery Act 
(RCCA) materials in excess of the standard defined by EPA Method 3050 and 6010. 
 
907-710.06.3--Acceptance Procedures.  Acceptance of all fast dry solvent based traffics paint 
will be based on the Manufacturer’s Certification and Certified Test Results.  The Contractor 
shall furnish the Engineer with three copies of the manufacturer’s certification stating that each 
lot of material in a shipment complies with the requirements of this contract.  In addition, the 
Contractor shall provide Certified Test Reports for all tests required by this specification.  The 
test results shall be representative of the material contained with the shipment. 
 


